


20 - 25mm GENERAL WATER SERVICE (WET TAPPING)
LOW HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT
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DEPTH - MINIMUM COVER AUST. STANDARD
AS/NZS 3500.1 (CLAUSE 5.10 & 5.11) AND

LOCAL COUNCIL REQUIREMENTS
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20mm / 25mm TAPPING BAND

20mm / 25mm BALL VALVE
RELEVANT WATER CORPORATION MAY

UTILISE A FERRULE & BEND IN SOME CASES

BACKFLOW PREVENTION DEVICE
(LOW HAZARD NON-TESTABLE)

REFER TO ITEM 7

20mm / 25mm RIGHT ANGLE BALL VALVE

BRASS PLUG

SEE GENERAL NOTES FOR FURTHER INFORMATION

20mm / 25mm APPROVED WATER CORPORATION SUPPLIED WATER METER
THE TYPE OF WATER METERS (20mm AND 25mm) PROCURED BY THE WATER CORPORATION

MAY VARY.  WHERE WATER METERS INCORPORATE INTEGRAL DUAL CHECK VALVES,
PLUMBERS ARE TO MAKE THEIR OWN ASSESSMENT WHETHER TO FIT AN ADDITIONAL

CONTAINMENT BACKFLOW PREVENTION DEVICE

TIMBER STAKE

HOSE BIB TAP

HOSE CONNECTION VACUUM BREAKER

TUBE BUSH

POLYETHYLENE TO COPPER CONNECTOR

10
3

2

4

11

5

12

6

13

7

14

8

ITEM
NO.

ITEM
NO.DESCRIPTION DESCRIPTION

SCHEDULE OF ITEMS

ALL POLYETHYLENE PIPE & FITTINGS MUST
BE WATERMARK APPROVED
PIPE TO BE PN12.5 MINIMUM

ELBOW
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ITEM 7 IN
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OF ITEMS
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Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T
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20mm DRINKING WATER (DRY TAPPING)
LOW HAZARD

RESIDENTIAL INSTALLED BY RELEVANT WATER CORPORATION
TYPICAL ARRANGEMENT
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20mm TAPPING BAND / PRE-TAPPED
CONNECTOR

20mm BALL VALVE

BACKFLOW PREVENTION DEVICE
(LOW HAZARD NON-TESTABLE)

YARRA VALLEY WATER USE DUAL
CHECK WATER METER IN PLACE

OF A DUAL CHECK VALVE

20mm RIGHT ANGLE BALL VALVE BRASS PLUG
20mm APPROVED WATER

CORPORATION SUPPLIED WATER METER

ELBOW

TIMBER STAKE

HOSE BIB TAP
NOT SUPPLIED BY YARRA VALLEY WATER

HOSE CONNECTION VACUUM BREAKER

TUBE BUSH

POLYETHYLENE TO COPPER CONNECTOR
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SCHEDULE OF ITEMS

ALL POLYETHYLENE PIPE & FITTINGS MUST
BE WATERMARK APPROVED
PIPE TO BE PN12.5 MINIMUM

DEPTH - MINIMUM COVER AUST. STANDARD
AS/NZS 3500.1 AND

LOCAL COUNCIL REQUIREMENTS

SEE GENERAL NOTES FOR FURTHER 
INFORMATION

WATER CORPORATION
RESPONSIBILITY

FOR MAINTENANCE

150mm 
MIN.

300mm MAX.
MAY BE EXTENDED
TO 1.5m WITH PRIOR
WATER CORPORATION
APPROVAL.
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Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece
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20mm RECYCLED WATER RESIDENTIAL
(DRY TAPPING)

INSTALLED BY RELEVANT WATER CORPORATION
 TYPICAL ARRANGEMENT

1 820mm TAPPING BAND / PRE TAPPED
CONNECTER

20mm RIGHT ANGLE BALL VALVE (PURPLE)

BRASS PLUG

20mm  APPROVED WATER CORPORATION
 SUPPLIED WATER METER (PURPLE) ONLY

INCORPORATING DUAL CHECK VALVE

 ELBOW

TIMBER STAKE

PROHIBITION SIGN COMPLYING WITH AS1319
“RECYCLED WATER DO NOT DRINK”

TUBE BUSH

RECYCLED WATER HOSE BIB TAPS MUST BE
PURPLE COLOURED. INCORPORATE A REMOVABLE

HANDLE AND A NON STANDARD INLET THREAD

POLYETHYLENE TO COPPER CONNECTOR
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DEPTH - MINIMUM COVER AUST. STANDARD
AS/NZS 3500.1 AND
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300mm MAX.
MAY BE EXTENDED
TO 1.5m WITH PRIOR
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SEE GENERAL NOTES FOR FURTHER 
INFORMATION
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STANDARD LEGEND

L.S. Line Strainer

Single Check Detector
Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.

T.F. Testing Ferrule

D.B. Dirt Box

V Valve

M Meter

300mm - 2.0m
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WATER METERS LARGER THAN 25mm WILL REQUIRE
A SEPARATE BACKFLOW PREVENTION DEVICE TO BE

INSTALLED IMMEDIATELY DOWNSTREAM OF THE METER



20 - 25mm GENERAL WATER SERVICE
MEDIUM HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT
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1 & 2 FROM WATER MAIN
REFER TO DRAWING 17

4

3
COPPER PIPE

IN

OUTOUT

IN

SUPPORT

INTO CONCRETE
BLOCK

SUPPORT

13

TO
BUILDING

COPPER PIPE

CONCRETE BLOCK

15 FINISHED 
SURFACELEVEL

16
150mm

MIN.

MINIMUM COVER
AS PER AS/NZS 3500.1

WATER CORPORATION
RESPONSIBILITY

FOR MAINTENANCE

300mm MAX.
MAY BE EXTENDED
TO 1.5m WITH PRIOR
WATER CORPORATION
APPROVAL.

STANDARD LEGEND

L.S. Line Strainer

Single Check Detector
Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.

T.F. Testing Ferrule

D.B. Dirt Box

V Valve

M Meter

8 BALL VALVE

LINE STRAINER

20mm / 25mm RIGHT ANGLE BALL VALVE

BRASS PLUG

20mm / 25mm APPROVED WATER
CORPORATION SUPPLIED WATER METER

ELBOW

MEDIUM HAZARD TESTABLE BACKFLOW
PREVENTION DEVICE

TIMBER STAKE

HOSE BIB TAP

HOSE CONNECTION VACUUM BREAKER

TUBE BUSH

POLYETHYLENE TO COPPER CONNECTOR

REFER TO DRAWING 17
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ITEM
NO.DESCRIPTION DESCRIPTION

SCHEDULE OF ITEMS

ALL POLYETHYLENE PIPE & FITTINGS MUST
BE WATERMARK APPROVED
PIPE TO BE PN12.5 MINIMUM

DEPTH - MINIMUM COVER AUST. STANDARD
AS/NZS 3500.1 AND

LOCAL COUNCIL REQUIREMENTS

SEE GENERAL NOTES FOR FURTHER INFORMATION
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20 - 25mm GENERAL WATER SERVICE
HIGH HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT
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PLAN
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AS PER AS/NZS 3500.1

WATER CORPORATION
RESPONSIBILITY

FOR MAINTENANCE

600mm MAX.
MAY BE EXTENDED
TO 1.5m WITH PRIOR
WATER CORPORATION
APPROVAL.
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8 BALL VALVE

LINE STRAINER

20mm / 25mm RIGHT ANGLE BALL VALVE

BRASS PLUG

20mm / 25mm APPROVED WATER
CORPORATION SUPPLIED WATER METER

ELBOW

HIGH HAZARD TESTABLE
BACKFLOW PREVENTION DEVICE

TIMBER STAKE

HOSE BIB TAP

HOSE CONNECTION VACUUM BREAKER

TUBE BUSH

POLYETHYLENE TO COPPER CONNECTOR

REFER TO DRAWING 17

10

9

1 & 2

11

3

4

125

13
6

15

16
7

14

ITEM
NO.

ITEM
NO.DESCRIPTION DESCRIPTION

SCHEDULE OF ITEMS

ALL POLYETHYLENE PIPE & FITTINGS MUST
BE WATERMARK APPROVED
PIPE TO BE PN12.5 MINIMUM

DEPTH - MINIMUM COVER AUST. STANDARD
AS/NZS 3500.1 AND

LOCAL COUNCIL REQUIREMENTS

SEE GENERAL NOTES FOR FURTHER INFORMATION

STANDARD LEGEND

L.S. Line Strainer

Single Check Detector
Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.

T.F. Testing Ferrule

D.B. Dirt Box

V Valve

M Meter

300mm - 2.0m

NOVEMBER
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32 - 50mm GENERAL WATER SERVICE
LOW HAZARD

RESIDENTIAL / COMMERCIAL
TYPICAL ARRANGEMENT
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LEVEL
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FOR MAINTENANCE

COPPER
RISER
PIPE

FINISHED SURFACE

LEVEL

FROM WATER MAIN
REFER TO DRAWING 17

COPPER
RISER
PIPE

300mm MAX.
MAY BE EXTENDED
TO 1.5m WITH PRIOR
WATER CORPORATION
APPROVAL.

DRAWING NUMBER: SCALE: DATE:
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SCALE

 APPROVED WATER CORPORATION
SUPPLIED WATER METER

LOW HAZARD NON-TESTABLE BACKFLOW
PREVENTION DEVICE

GATE / BALL VALVE

REFER TO DRAWING 17

32mm - 50mm DIRT BOX 
WATER CORPORATION SUPPLIED

POLYETHYLENE TO COPPER CONNECTOR
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ITEM
NO. DESCRIPTION

SCHEDULE OF ITEMS

ALL POLYETHYLENE PIPE & FITTINGS MUST
BE WATERMARK APPROVED
PIPE TO BE PN12.5 MINIMUM

SEE GENERAL NOTES FOR FURTHER INFORMATION

STANDARD LEGEND

L.S. Line Strainer

Single Check Detector
Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.

D.B. Dirt Box

V Valve

M Meter

GENERAL NOTES:

A. METERS 50MM AND ABOVE
 TO BE SUPPORTED INDEPENDENT
 OF PIPEWORK

B. NO CONNECTION PERMITTED
  BETWEEN WATER METER AND
 BACKFLOW DEVICE

C. WATER CORPORATION IS RESPONSIBLE
 FOR MAINTENANCE TO THE OUTLET 
 OF THE MAIN WATER METER

D. METER CONNECTION MAY BE 
 SCREWED OR FLANGED  
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32 - 50mm GENERAL WATER SERVICE
MEDIUM/ HIGH HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT

DRAWING NUMBER:

5

WATER MAIN

FLOW

PLAN

PROPERTY BOUNDARY
1

6

7

6

8

5

4

3

2

SCALE: DATE:
NOT
TO

SCALE

SEPTEMBER
2024

APPROVED WATER CORPORATION
SUPPLIED WATER METER

STRAINER TO SUIT BACKFLOW PREVENTION
DEVICE MANUFACTURER’S REQUIREMENTS

HIGH / MEDIUM TESTABLE BACKFLOW
PREVENTION DEVICE TO AS2845.1

BALL VALVE

BALL VALVE

32mm - 50mm DIRT BOX
WATER CORPORATION SUPPLIED
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ITEM
NO.DESCRIPTION DESCRIPTION

SCHEDULE OF ITEMS

REFER TO DRAWING 171 & 2

SEE GENERAL NOTES
FOR FURTHER INFORMATION

STANDARD LEGEND

L.S. Line Strainer

Single Check Detector
Assembly Testable

Single Check Valve Testable 

Backflow Prevention
Device

(Testable or Non-Testable)

S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.

D.B. Dirt Box

V Valve
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8

GENERAL NOTES:

A. Meters 50mm and above
 to be supported independent
 of pipework

B. No connection permitted
  between water meter and
 backflow device

C. Water corporation is responsible
 for maintenance to the outlet 
 of the main water meter

D. Meter connection may be 
 screwed or flanged  

600mm MAX.  
MAY BE EXTENDED TO 
1.5M WITH PRIOR 
WATER CORPORATION 
APPROVAL



80mm+ GENERAL WATER SERVICE
LOW HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT

DRAWING NUMBER:
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MAY BE EXTENDED
TO 1.5m WITH PRIOR
WATER CORPORATION
APPROVAL.
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NOT
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ISOLATING VALVE. IF BUTTERFLY VALVE
TO BE GEAR SHUT TYPE

DIRT BOX WATER CORPORATION SUPPLIED

REFER TO DRAWING 17

SPACER 5 x PIPE DIAMETER

1 & 2
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4

APPROVED WATER CORPORATION
SUPPLIED WATER METER
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ITEM
NO.DESCRIPTION DESCRIPTION

LOW HAZARD NON-TESTABLE
 BACKFLOW PREVENTION DEVICE

SPACER 3 x PIPE DIAMETER
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SCHEDULE OF ITEMS

SEE GENERAL NOTES FOR FURTHER INFORMATION

GENERAL NOTES:

A. Meters 50mm and above
 to be supported independent
 of pipework

B. No connection permitted
  between water meter and
 backflow device

C. Water corporation is responsible
 for maintenance to the outlet 
 of the main water meter
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80mm+ GENERAL WATER SERVICE
MEDIUM / HIGH HAZARD

RESIDENTIAL / COMMERCIAL / INDUSTRIAL
TYPICAL ARRANGEMENT
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SUPPLIED WATER METER

ISOLATING VALVE. IF BUTTERFLY VALVE
TO BE GEAR SHUT TYPE  

DIRT BOX WATER CORPORATION SUPPLIED

REFER TO DRAWING 17
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SPACER 3 x PIPE DIAMETER

3

1 & 2

4

6

5

7

ITEM
NO.

ITEM
NO.DESCRIPTION DESCRIPTION

STRAINER TO CONFORM TO BACKFLOW
PREVENTION DEVICE MANUFACTURER’S
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HIGH / MEDIUM TESTABLE BACKFLOW
PREVENTION DEVICE

NOTE: MIN HEIGHT 300mm
TO DISCHARGE PORT

SEE GENERAL NOTES FOR FURTHER INFORMATION
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PROPERTY OWNERS
RESPONSIBILITY

FOR MAINTENANCE

GENERAL NOTES:

A. Meters 50mm and above
 to be supported independent
 of pipework

B. No connection permitted
  between water meter and
 backflow device

C. Water corporation is responsible
 for maintenance to the outlet 
 of the main water meter
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S.P. Straight Piece

B.P.D.

S.C.V.T

S.C.D.A.T.
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V Valve

M Meter

300mm
MIN. 600mm MAX.  

MAY BE EXTENDED  
TO 1.5M WITH PRIOR 
WATER CORPORATION 
APPROVAL


































